210 — Engineering Field Handbook

C. Preapproved Corrugated Polyethylene Drainage Tubing

The following table provides a list of manufactured corrugated polyethylene drainage tubing (CPT)
products that have been determined to meet the material criteria in NRCS standards 606 and 620 for
standard drainage applications. All other design criteria, such as allowable CPT depth, must be
determined on a site specific basis as identified in the practice standard. This preapproved list is NOT all
inclusive. Any CPT determined on a site specific basis to meet NRCS standards and specifications may
be used.

Preapproved Corrugated Polyethylene Drainage Tubing

Company Product Name Sizes Included
N-12 ST IB Pipe 4” - 60”
N-12 WT IB Pipe 4” - 60”
N-12 MEGAGREEN ST IB Pipe 4” - 60”
N-12 MEGAGREEN WT IB Pipe 4” - 607
N-12 WT Series 35 Pipe 4”247
Advanced Drainage Systems
N-12 Plain End Pipe 4” — 60~
N-12 MEGAGREEN Plain End Pipe 4” - 60”
Sanitite Pipe 24” — 60”
Single Wall Heavy Duty Pipe 37 -24”
Single Wall Highway Pipe 37 -24”
XD Single Wall Pipe 3724
Fratco XD Smooth-Corr 4”-60”
HD Single Wall Pipe 3724
SURE-LOK ST IB Pipe 47 —60”
Blue Seal WT IB Pipe 4” - 60”
MEGA GREEN ST IB Pipe 4” - 60”
MEGA GREEN WT IB Pipe 4” - 607
Hancor
Blue Seal Series 35 Pipe 4”247
Hi-Q Pipe 4” - 60”
MEGA GREEN Plain End Pipe 4” — 60~
Sanitite Pipe 24” — 60”
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Preapproved Corrugated Polyethylene Drainage Tubing

Company Product Name Sizes Included
Heavy Duty Pipe 37-24”
Dual Wall Pipe 4” —48”
Northern Pipe Products
Single Wall Pipe 37 -24”
GOLDFLO WT Pipe 4” —60”
GOLDFLO Pipe 4” —60”
Prinsco
GOLDLINE HD Pipe 37-15”
GOLDLINE HWY Pipe 37-15”
Single Wall Corrugated PE Drainage Pipe ’ »
SWP 3724
Springfield Plastics ( )
Dual Wall Corrugated PE Pipe (DWP) 4”247
MaXflo Pipe 4”7 —48”
Timewell Tile
Single Wall HDPE Pipe 4”247
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